
PT-EP10: Underwater Case System Chart

  
  

 

*1

Electronic Flash 
UFL-3
� Withstand pressure 
   water depth: 75 m

Diffuser for UFL-3

UFLDP-4

Underwater optical
fiber cable

PTCB-E02

Flash window cover
PFC-EP05
(provided with the PT-EP10)

Bracket 

PTBK-E01 

Adapter

PTBKS-E02 
Note: The PTSA-03 can 
be directly mounted on 
the PTBK-E01 without 
the PTBKS-E02.

Bracket

PTBK-E02

Career

PTBKC-E02 

Arm & Adapter (other company's products)

Diffuser
PTDP-EP05
(provided with the PT-EP10)

Weight
PWT-1 BA
87ｇ

Weight
PWT-1 AD
67ｇ

Short Arm

PTSA-02

Short Arm

PTSA-03

Underwater Case for E-PL5

PT-EP10

OLYMPUS PEN Lite E-PL5OLYMPUS PEN Lite E-PL6

Body Cap

PBC-EP01
(provided with the PT-EP10)

PST-EP01 

RED

Hand strap

LCD hood

PFUD-EP05
(provided with the PT-EP10)

Port Cover 
PJKT-EP03 

M.ZUIKO DIGITAL

ED 14-42mm

F3.5-5.6

M.ZUIKO DIGITAL

ED 9-18mm

F4.0-5.6

Zoom Gear 

PPZR-EP02

Zoom Gear

PPZR-EP01

Zoom Gear

PPZR-EP02

Antireflective Ring

POSR-EP02

Antireflective Ring

POSR-EP01 

Antireflective 
Ring

POSR-EP05

Antireflective Ring

POSR-EP03

Macro Lens Adapter

PMLA-EP01

M.ZUIKO DIGITAL

14-42mm

F3.5-5.6 Ⅱ

M.ZUIKO DIGITAL

14-42mm

F3.5-5.6 ⅡR

M.ZUIKO DIGITAL

45mm

F1.8

M.ZUIKO DIGITAL

ED 75mm

F1.8

M.ZUIKO DIGITAL

ED 60mm Focusing Gear

PPZR-EP03F2.8 Macro

M.ZUIKO DIGITAL

ED 12-50mm

F3.5-6.3 EZ*1

Automatically when the camera mode is set to UW wide mode, the zoom 
position moves to WIDE, and when the camera mode is set to UW macro 
mode, the zoom position moves to TELE .
It is effective when the zoom switch is set to E-zoom.

Consumables for PT-EP10 Underwater Cases

Silicone grease

PSOLG-3

(40 g)

Silicone grease

PSOLG-2

(5 g)

O-ring for PT-EP10

POL-EP03

Maintenance Set

PMS-02
(1 g x 5 pieces)

Silica gel

SILCA-5S

Underwater Macro 
Conversion Lens

PTMC-01

Underwater approx. 
2X (area ratio)

� The tip is provided with a 67 mm 
diameter filter thread for stacking 
with other lens filter or lens.


